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Innovative Fiber Optics...Every Step of the Way
CeramOptec was founded in 1986 and today is a global leader in the 
production of stock and custom silica / silica, plastic-clad silica, and hard 
polymer-clad silica optical fibers; fused capillary tubing; DPSS lasers; 
diode modules; and low loss bundles and assemblies for UV, VIS, and 
IR transmission, medical laser delivery, sensors, plasma fusion, and 
spectroscopy.  
With several facilities worldwide, we are able to provide our customers 
with local, prompt, and reliable service and products. By maintaining 
complete control over the entire manufacturing process—from preform
manufacturing to finished fiber product—we are able to provide the 
highest quality control, custom solutions, and competitive pricing to 
our customers.
Please visit http://www.ceramoptec.com for more information.
CeramOptec is a subsidiary of biolitec™ AG.
Please visit http://www.biolitec.com for more information.

Bare Core

Product Code Ø Core (µm) ± 2% Ø Loose Tube (µm) ± 2% Max. Length (m)
02007003003 RIM
010001005005 RIM
010051007007 RIM

MIR 1000 1000 2000 10

Product Code Ø Core (µm) ± 2% Ø Clad (µm) ± 2% Ø Jacket (µm) ± 5% Max. Length (m)
MIR 200/300 BPLC 200 300 400 10
MIR 400/500 BPLC 400 500 700 10
MIR 600/700 BPLC 600 700 900 10
MIR 860/1000 BPLC 860 1000 1300 5
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Optran MIR—Bare Core Design

Mixed Silver Halide 

Surrounding Air Functions as Cladding

Loose Polymer Tube
(Polycarbonate or Tefzel®)

Optran MIR—Core/Clad Design

Mixed Silver Halide

Mixed Silver Halide

Loose Polymer Tube
(Polycarbonate or Tefzel®)

Core/Clad

Notes:

NA is measured at the 95% intensity angle.

CeramOptec strives to ensure the accuracy of all information provided; however, we imply no warranties and 
disclaim any liability in connection with the use of this information.

Tefzel® is a registered DuPont product.


