


Optran UV & Optran WF Standard NA (0.22) Sizes

Product Code g Core (pm) = 2% g Cladding (um) £2% @ Buffer (pm) £ 3% @ Jacket (pm) x 5%
Pure Silica Fluorine Doped Silica Silicone
Acrylate Acrylate
50125 A 50 125 250
100/140 A 100 140 250
105/125 A 105 125 250*
200/220 A 200 220 320
300/330 A 300 330 410
400/440 A 400 440 550
500/550 A 500 550 650
600/660 A 600 660 770
Nylon Nylon
100/140 N 100 140 240 310
200/220 N 200 220 320 420
300/330 N 300 330 430 530
400/440 N 400 440 540 640
500/550 N 500 550 650 750
600/660 N 600 660 760 860
800/880 N 800 880 930 1200
1000/1100 N 1000 1100 1200 1600
1250/1325 N 1250 1325 1500 1800
1500/1600 N 1500 1600 1800 2200
1700/1800 N 1700 1800 2000 2400
Polyimide Polyimide
501125 P 50 125 150
100/110 P 100 110 125
200/220 P 200 220 245
300/330 P 300 330 355
400/440 P 400 440 470
600/660 P 600 660 710
Tefzel Tefzel
200220 T 200 220 320 500
300/330 T 300 330 480 720
400/440 T 400 440 560 1000
500/550 T 500 550 650 1100
600/660 T 600 660 810 1200
800/880 T 800 880 980 1200
1000/1100 T 1000 1100 1300 1600
125011325 T 1250 1325 1525 2100
1500/1600 T 1500 1600 1800 2400
1700/1800 T 1700 1800 1900 2600

Note: Please prefix product code with “UV” or “WF” according to your wavelength.
Low NA: 0.12 + 0.02 (Suffix Product Code with “12”)
High NA — Optran Plus™ 0.28: 0.28 + 0.02 (Suffix Product Code with “28”)
High NA — Optran Plus™ 0.30: 0.30 + 0.02 (Suffix Product Code with “30”)
Ex: UV 1250/1325 T 28




